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JA2017 Prefacio

Prefacio

Las Jornadas de Automática se celebran desde hace 40 años en una universidad nacional
facilitando el encuentro entre expertos en esta área en un foro que permite la puesta en común
de las nuevas ideas y proyectos en desarrollo. Al mismo tiempo, propician la siempre necesaria
colaboración entre investigadores del ámbito de la Ingenieŕıa de Control y Automática, aśı como
de campos afines, a la hora de abordar complejos proyectos de investigación multidisciplinares.

En esta ocasión, las Jornadas estarán organizadas por la Universidad de Oviedo y se han
celebrado del 6 al 8 de septiembre de 2017 en el Palacio de Congresos de Gijón, colaborando
tanto la Escuela Politécnica de Ingenieŕıa de Gijón (EPI) como el Departamento de Ingenieŕıa
Eléctrica, Electrónica de Computadores y de Sistemas del que depende el Área de Ingenieŕıa
de Sistemas y Automática.

Además de las habituales actividades cient́ıficas y culturales, esta edición es muy especial
al celebrarse el 50 aniversario de la creación de CEA, Comité Español de Automática.
Igualmente este año se conmemora el 60 aniversario de la Federación Internacional del Control
Automático de la que depende CEA. Aśı se ha llevado a cabo la presentación del libro que se ha
realizado bajo la coordinación de D. Sebastián Dormido, sobre la historia de la Automática en
España en una sesión en la que han participado todos los ex-presidentes de CEA conjuntamente
con el actual, D. Joseba Quevedo.

Igualmente hemos contado con la presencia de conferenciantes de prestigio para las sesiones
plenarias, comunicaciones y ponencias orales en las reuniones de los 9 grupos temáticos, con-
tribuciones en formato póster. Se ha celebrado también el concurso de CEABOT, aśı como una
nueva Competición de Drones, con el ánimo de involucrar a más estudiantes de últimos cursos
de Grado/Máster.

En el marco de las actividades culturales programadas se ha podido efectuar un recorrido
en el casco antiguo situado en torno al Cerro de Santa Catalina y visitar la Laboral.

Gijn, septiembre de 2017 Hilario López
Presidente del Comité Organizador
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Luis Magdalena Universidad Politécnica de Madrid
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Jesús M. Zamarreño University of Valladolid

2



JA2017 Revisores Adicionales

Revisores Adicionales

Al-Kaff, Abdulla

Balbastre, Patricia
Beltrán de La Cita, Jorge
Bermudez-Cameo, Jesus
Blanco-Claraco, Jose-Luis
Blanes, Francisco
Bonin-Font, Francisco

Cancela, Brais

Ferraz, Luis

Garita, Cesar
Gimenez, Antonio
Gruber, Patrick
Guindel, Carlos

Hernandez Ruiz, Alejandro
Hernandez, Daniel

Jardón Huete, Alberto
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Eĺıas Plaza and Matilde Santos
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INNOVACIÓN PEDAGÓGICA EN LA FORMACIÓN DEL PERFIL PROFESIONAL

PARA EL DESARROLLLO DE PROYECTOS DE AUTOMATIZACIÓN
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MODELO DINÁMICO ORIENTADO AL TRATAMIENTO Y SEGUIMIENTO DE LA
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Raúl Cebolla Arroyo, Jorge De Leon Rivas and Antonio Barrientos

USING AN UAV TO GUIDE THE TELEOPERATION OF A MOBILE
MANIPULATOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 694

Josep Arnau Claret and Luis Basañez
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DOCENCIA DE ROBÓTICA DE SERVICIO . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 766

Carlos G. Juan, Jose Maria Vicente, Alvaro Garcia and Jose Maria Sabater-Navarro

8



JA2017 Table of Contents

Estimadores de fuerza y movimiento para el control de un robot de rehabilitación de
extremidad superior . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 772

Aitziber Mancisidor, Asier Zubizarreta, Itziar Cabanes, Pablo Bengoa and Asier Brull

Definiendo los elementos que constituyen un robot social portable de bajo coste . . . . . . . . . . 780
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Abstract 

This work presents a decision-support tool to address 
the model-based optimization approach for online 
load allocation and scheduling of cleaning opera-
tions in an evaporation network. The aim is improv-
ing the resource efficiency by supplying the optimal 
solution for a given production goal. The approach 
includes the semi-automatic update of evaporator 
models, which is based on historical data for minimal 
modelling effort. The structure of the problem is 
formulated via mixed-integer programming and inte-
grated into the plant supervision systems. Production 
constraints, concerns about the practical implemen-
tation and visualization preferences are also taken 
into account in the design of the prototypical tool. 

Key Words: integration, decision support, visualiza-
tion, surrogate model, evaporation network, resource 
efficiency. 

1 INTRODUCTION 

The fast changes in global market conditions and 
increasing environmental constraints force the pro-
cess industry to continuously adapt their operation to 
keep competitiveness. In this way, an agile plant-
wise optimization of continuous and discrete deci-
sions is required to operate as efficient as possible 
while fitting the new conditions [1].  

To face these emerging challenges, plant managers 
and operators need to be provided with computer-
based tools which guide them to balance production 
and resource consumption [2]. Special attention to 
the efficient development of plant models needs to be 
paid, as it is the basis for advanced control and coor-
dination tasks. Moreover, there exist many coding 
languages and alternatives to implement optimization 
algorithms into software modules but, in the end, 
these tools must be integrated into the information 
technology (IT) infrastructure of the plants, e.g., via a 
neutral deployment platform that connects to differ-
ent IT systems [3]. 

This paper deals with these issues in the evaporation 
network of Lenzing AG, a viscose fiber production 
factory located in Austria. A description of the ap-
proach and a prototypical tool for the optimization of 
the allocation of evaporators to products is presented, 
with the goal of minimizing the overall specific 
steam consumption (SSC). 

In addition, evaporation plants suffer from perfor-
mance degradation due to fouling inside the heat 
exchangers. Hence, maintenance tasks become nec-
essary to recover efficiency, but they involve a cost. 
Therefore, a suitable scheduling of such cleaning 
tasks over time for each evaporator arises as an addi-
tional problem to the load allocation optimization. 
This requires the resolution of an economic optimiza-
tion involving discrete and continuous values. 

Our approach considers data driven plant models, 
able to be updated in a semi-automatic way, and 
efficient mixed-integer nonlinear programming 
(MINLP) software to solve the proposed optimiza-
tions online. The different optimizations were pro-
grammed as modules using MATLAB® and MS 
Excel®, and then linked to the PI System in the plant. 

The paper organizes as follows. Next, a description 
of the application, system limitations and assump-
tions are given. The modelling routine is summarized 
in Section 3. Then, the optimization of the load allo-
cation and the cleaning schedule is formally stated in 
Section 4. The interfaces design together with the 
system integration is presented in Section 5. Finally, 
a summary of the work together with indications for 
the next steps is given in the last section. 

2 APPLICATION CASE 

The production of viscose fibers is based on the re-
newable resource wood. The cellulose contained in 
the wood is chemically treated and converted to a 
viscose solution. The key production step is the re-
generation of this solution into fibers, introduced in 
an acid bath. Apart from the solid fibers, this chemi-
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cal treatment produces sodium sulfate (Na2SO4) and 
water as side products. This degrades the acid bath 
and, in consequence, the product quality. Therefore, 
it is necessary to constantly remove water and sodi-
um sulfate from the bath. A network of multiple-
effect evaporation plants linked to a crystallization 
section is used for such a task. 

Figure 1 depicts a simplified schema of an evapora-
tion plant, where the main manipulated variables are 
the recirculation flow  and the product temperature 

 after the heat exchangers. For a more detailed view 
of the plant the reader is referred to [4]. 

 

Figure 1. Simplified schema of an evaporation plant 
with the important control variables F and T. 

2.1 NETWORK DESCRIPTION 

The evaporation network comprises a total of 23 
plants of different nominal capacities. This network 
needs to process 5 different products, so some plants 
can serve in more than one product, but only a single 
product at a time. The changeover from one product 
to another gets a cost and requires time. 

There are several factors which affect the efficiency: 

 Plant type: [a] Compact with small capacity, [b] 
3-stage evaporators and [c] large evaporators. 

 External influences: Ambient temperature and 
air humidity affect the cooling towers. 

 Fouling: Bath impurities settle within the heat 
exchangers, reducing the heat transfer. 

 Operating point: For a desired evaporation set 
point, the control values are not uniquely defined 

The resource efficiency indicator (REI) [2] chosen 
for this process is the SSC, defined for each plant as 
the ratio of fresh steam consumed per amount of 
water removed from the product. The task for the 
plant personnel is to find an optimal allocation of 
plants to products that ensures the required evapora-
tion rate per product with the lowest SSC. This opti-
mal operation can only be achieved by considering 
all these significant influences on the resource effi-
ciency in the optimization of the evaporation net-
work. However, the size of the combinatorial prob-
lem and the amount of influence factors make the 
problem very challenging. Indeed, model-based op-

timization approaches have already improved the 
efficiency in the operation of an evaporation plant 
[4], and we still foresee more potential savings in a 
better coordination of the whole network.  

Therefore, computer-aided decision support (DS) 
tools need to be provided to help operators in this 
task, so suitable models need to be developed. Fur-
thermore, a suitable computational time is required to 
provide results in acceptable time, to avoid produc-
tion delays, and to ensure operator acceptance. 

2.2 PLANT MODELS 

The evaporator set-up is similar for all plants, but 
varies in the number of stages and production capaci-
ties. The amount of evaporated water depends on the 
circulating flow , the product temperature , and 
cooling water temperature  which, in turn, is 
limited by the outdoor temperature. A mapping of the 
evaporation flow achieved for different values in the 
manipulated variables can be recorded (Figure 2). 

 

Figure 2. Specific steam consumption VS evapora-
tion set point, obtained for different control values.  

Extensive experimental tests shown that the effects of 
 and  on the SSC, as well as on the evaporation 

flow, can be described by linear relationships. Addi-
tionally, it was observed that the mapping in Figure 2 
is shifted in a linear fashion with  and the fouling 
state. Hence, two linear models were proposed to 
describe the plant behavior, one for the evaporation 
flow (EF) and another for the SSC, as linear func-
tions of the inputs , ,  and the fouling state  
(to be estimated): 

=    ⋅

1

+  (1) 

=    ⋅

1

+  (2) 

Where = ,  , ,  are constant parameters 
for offline regression and  are time dependent 
ones to be identified online. The absolute steam con-
sumption (ASC) for a plant is computed by multipli-
cation of (1) and (2): 
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= ⋅  (3) 

In this way, given a fouling state  and a cooling 
water temperature , the maximum and minimum 
evaporation capacities, denoted by  and  re-
spectively, for each plant can be computed by (1) 
with the acceptable operating ranges for  and : 

= , , ,  
= , , ,  

(4) 

The goal for the selection of the operating point is 
minimal specific steam consumption fulfilling the 
evaporation demand (red front in Figure 2). A self-
optimizing controller (SOC) was implemented to 
ensure that operation always lies in this region. The 
controller maximizes the product temperature  to its 
upper limit and adjusts the circulating flow  to 
achieve the required evaporation flow [4]. Thanks to 
this optimal operation pattern, we are able to com-
pute the control values corresponding to the red 
boundary in Figure 2 given a desired  and an es-
timated state of fouling : indeed note that the  is 
set to its upper bound and  is set to the lower one 
achievable by the cooling tower, so  can be com-
puted directly from (1) and, thus, the SSC from (2). 

3 MODELLING ROUTINE 

The model identification task is implemented in 
MATLAB and comprises a data treatment to remove 
inconsistent measurements, identifies step changes 
and performs an iterative fitting of the model pa-
rameters. The required data form the evaporators are 
obtained from the PI system via an OPC-connection 
and additional information such as the time window 
for identification, tag labels to the measurements in 
the historian, minimal number of changes in the EF, 
acceptable noise band in stationary operation, largest 
transition period during step change, or the time 
window for validation is provided by the operator 
with standardized Excel sheets. Finally, the quality of 
the model is assessed by a comparison of the model 
predictions with the measured EF and SSC. 

3.1 DETECTION OF STEP CHANGES 

For the modeling of the stationary part, the contribu-
tion of fouling must be removed from the training 
set. This is achieved during the model fitting process 
but requires data from operational points that are 
subject to the same degree of fouling. Thus, the tool 
identifies changes in the EF, because operation point 
varies enough to identify the parameters and we can 
assume that the fouling state does not vary signifi-
cantly in one day. 

In that way, the data is scanned for step changes as 
shown in Figure 3, providing intervals a and b. Step 

changes are identified in the case that: data in a is at 
steady state (within a threshold); step change is larger 
than the threshold c and; the transition between the 
two steady states is completed within interval b. Each 
of the identified step is recorded and translated into a 
data pair by averaging the measured values before 
and after the change. Of course, enough changes 
provoked by ,  and  are required for a reliable 
identification of the parameters in (1) and (2). 

 

Figure 3. Stationary operation before and after the 
step (blue bounds), minimal step height (red arrow), 

maximal transition interval (dotted lines).  

3.2 PARAMETER ESTIMATION 

Based on the assumption that the fouling is different 
from step to step but remains constant during the step 
itself, parameters ,  can be estimated by com-
parison of the model predictions ( , ) with the 
actual values (SSC, EF). The resulting fouling factor 
is subsequently used for both operating points that 
are considered (before and after step changes).  

Hence, an iterative LS optimization over the overall 
data set arises, which fist yields an intermediate set 
of steady-state parameters , used afterwards to cal-
culate new values for , before solving an updated 
LS optimization to find the next model generation. 
These iterations continue until the residue  (objec-
tive function) does not improve any more.   

, ) =
−

+
−

 (5) 

Here  is the set of values of the manipulated varia-
bles ,  and ,  is the number of identified step 
changes and ,  are normalizing factors. The iden-
tification procedure is summarized in Algorithm 1. 

Algorithm 1. Parameter estimation for evaporation plants. 

1. Provide an initial guess for  and set = 0. 
2. Average the measured steady-state values for the 

SSC and EF before and after the step change. 
3. Adjust fouling factors  by comparing the SSC 

and EF from Step 2 with the model prediction. 
4. Minimize (5) with  as decision variables to find 

the best fit for all step changes. 
5. If <  set = + 1 and go to Step 3, else 

the algorithm stops. 
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In practice, for a reasonable initial guess, the model 
parameters  converge after a few iteration steps. 

3.3 VALIDATION 

The validation step in the modelling routine is per-
formed to assess the quality of the model on the basis 
of an independent set of step changes that has also 
been obtained according to Section 3.1. For each 
identified step change, the fouling factor is also ad-
justed in the models to match the average values of 
recorded data before the load change. The model 
with the updated fouling factors is then used to simu-
late the plant for the same inputs applied during 
change. The resulting absolute error is then normal-
ized with the height of the step change in the ASC, to 
yield a relative measure of the model error. 

The observed relative errors are typically below 10%. 
These values were acceptable, since the network 
optimization is performed periodically and mis-
modelling is reduced from run to run by an online 
estimation of the fouling state.  In some cases relative 
errors of up to 30% have been observed due to a poor 
choice of load changes (e.g. non-stationary operation 
falsely identified as steady state). A manual selection 
of step changes, choosing an alternative modeling 
horizon, or an adjustment of the modeling settings 
was sufficient to improve the model fit. 

4 NETWORK OPTIMIZATION 

The objective is the minimization of the ASC for the 
entire network, given a desired evaporation demand. 
The overall ASC is calculated as the sum of (3) for 
all evaporators. Two main factors which affect the 
ASC are object of optimization: the load allocation 
and the cleaning policy. 

4.1 OPTIMAL ALLOCATION 

First, given a set of ∈  products to be processed 
in ∈ ℰ evaporation plants, the problem is to allo-
cate plants to products and then distribute the re-
quired total demand per product  in a way that the 
overall ASC in the network is minimized. Two sets 
of decision variables are defined for this aim: 

 : Binary variables which link the product  to 
the plant . 

 : Real variables defining the evaporation 
flow to be achieved in a plant  processing the 
product . 

Now, recalling (4), assuming that the fouling state  
for each plant will be estimated,  is measured and 
controlled, a set of maximum and minimum capaci-
ties for each plant ∈ ℰ is provided. Moreover, fol-

lowing the optimal control pattern explained in Sec-
tion 2.2 of setting  for each plant to its upper limit 

, from (1)-(3) we get: 

=
− − − −

 (6) 

= + − + −

− + − +
(7) 

Thus, feeding this information, the optimal allocation 
of products to plants is found by solving the mixed 
integer quadratic programming problem below: 

min
,

   ≔
∈∈ℰ

   s. t.: (8) 

≤ 1
∈

  ∀ ∈ ℰ (9) 

≥
∈ℰ

   ∀ ∈  (10) 

≤ ⋅   ∀ ∈ ℰ, ∀ ∈  (11) 

≥ ⋅   ∀ ∈ ℰ, ∀ ∈  (12) 

= 0   , ) ∉  (13) 

Where  is constrained in (12) to find feasible 
solutions within the set  of allowed connections 
between plants and products. 

4.2 CLEANING SCHEDULE 

A complementary optimization is proposed to deal 
with the issue of fouling, which takes advantage of 
the already developed decision support: once optimal 
evaporation set points are computed for each plant, 
the idea is to suggest the next cleaning cycle by bal-
ancing the costs of operation over time with the 
cleaning costs in an optimal fashion. 

This task requires models for the evolution of the 
fouling over time. Extensive experimental tests have 
been performed measuring the SSC in the evapora-
tors running at reference operation points between 
consecutive cleaning cycles. This allows isolating the 
effect of fouling on the SSC increase, hence meas-
urements are comparable. In this way, approximate 
linear evolutions of the fouling behavior could be 
identified by regression, see Figure 4. 

Thus, the fouling contribution  in (1)-(2) becomes: 

) = + α ⋅  (14) 

Where  stands for the time (in days) that a plant is in 
operation,  is the initial or current estimation of 
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the fouling state, and  is the slope of the linear 
model. In this way, predictions of the future SSC 
(hence costs) can be computed given a desired . 

 

Figure 4. Measured evolution of the SSC (red) and 
output of the regression model (blue).  

In order to lump resources of different nature (steam, 
manpower, cleaning products, etc.) in a single effi-
ciency indicator, an aggregation based on currency is 
used. Hence, using prices and costs for utilities, the 
Normalized Average Cost per Time (NAC) is defined 
as an REI, and indicates the unitary cost (€/d) in-
curred to operate a plant between two consecutive 
cleaning tasks (operation cycle): 

≔ ∑ ) ⋅ + Δ ⋅ +  

WstWat ⋅ + Δ ⋅ ⋅ 1.1 /  
(15) 

Here  is the suggested future day to perform the 
cleaning operation, Δ  is the time required to com-
plete a cleaning operation, and ,  and  
are the costs of the fresh steam, manpower and waste 
water. Note that, once the EF to each plant is set from 
(8)-(13), the ) is computed via (7) and (14). 

Note also that when an evaporator is stopped for 
cleaning, its load must be assumed by others, so an 
approximate cost factor of a 10% increase over the 
nominal operation cost is added in (15). 

The NAC is to be minimized with respect to  for 
each evaporator to compute a periodic “individually 
optimal” cleaning policy, which attempts to be a 
“nearly optimal” one for the whole network. Howev-
er an issue appears in using (15) as objective func-
tion: the cost of operation is a discrete sum which 
gets  terms, being  unknown a priori, as it is deci-
sion variable. To express this cost in a suitable way, 
we make use of the formula found by Gauss in the 
late 1700’s for this type of arithmetic series [2]: 

⋅ 1 + 2 + 3 + ⋯ + = ⋅
1 + ⋅

2
 (16) 

Moreover, there are two types of cleaning tasks, 
denoted by  (big) and  (small), reaching different 
recoveries , booking different times Δ  and 
using more or less waste water. Thus, each task will 
get different fixed costs in the NAC (15) so the opti-
mizer must choose which option minimizes the costs. 

Thus, the proposed economic optimization to predict 
the optimal cleaning policy for one plant reads: 

min
,

     ≔ ⋅ | + 1 − ) ⋅ |  (17) 

  s. t. :            0 ≤ ≤ 1;  0 (18) 

Here notation |  stands for (15) evaluated with 
values Δ ,  and WstWat corresponding to a big 
cleaning operation ( |  is analogous for a small 
cleaning). Note that this optimization to choose be-
tween discrete alternatives can be handled via NLP 
because (17) is monotonous w.r.t. , so its minimum 
is located in an extreme, either = 0 or = 1. In 
this way, the best cleaning (big or small) is chosen. 

5 SYSTEM INTEGRATION 

The modelling as well as the load allocation modules 
were implemented using MATLAB®. The cleaning 
schedule optimization was coded in directly in MS 
Excel. These choices are justified since the required 
licenses and experience of the engineering depart-
ment at Lenzing AG are available for the sustainable 
maintenance of the decision-support solution. 

Figure 5 depicts a schema of the real-time optimiza-
tion (RTO) implemented to cope with the load allo-
cation task, which is executed each 30 min. The user 
dashboard is included as a Process Book in the PI 
system. It shows the results and allows to manually 
trigger the optimization in case of significant changes 
in the evaporation . After the activation, the static 
information (network information, model parameters, 
etc) is read from an Excel interface. Production con-
straints change dynamically, so they are either direct-
ly supplied by the data historian or inferred from 
measurements. Then, an update of the fouling param-
eters  and  is performed and saved to a file. 
The fouling parameters of the inactive equipment are 
not updated in the file.  

 
Figure 5. RTO concept for the evaporation network. 

Execution of the optimization results in the alloca-
tions of evaporators to products, the load distribution, 
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the SSC and ASC for each plant. This information is 
written back to the system using special PI-Tags 
which are displayed to the operators via dashboard 
application in the PI Process Book. Hence, the opera-
tors should adjust the evaporator loads and alloca-
tions accordingly. 

However, the optimization of the load distribution 
may sometimes result in infeasibility, since approxi-
mate models (1) might slightly underestimate the 
evaporation capacity for some plants. This situation 
might lead to optimization problems that are overall 
infeasible based on the model prediction, even 
though the real plant is capable to fulfil the desired 
evaporation flow. 

5.1 HANDLING INFEASIBILITIES 

It is impossible to provide reliable decision support 
to the operators without a feasible solution from the 
optimizer, because hard constraints might be violat-
ed. To avoid these situations, a feasibility check is 
performed first, that evaluates whether the currently 
measured evaporation flow for each evaporator can 
be achieved with the models under the same external 
constraints (weather, cooling water temperatures and 
network availability). Then, for the identified infea-
sible plants, the MIQP constraints (11) are soften 
with slack variables ∈ ℝ  as follows: 

− ≤ ⋅   ∀ ∈ , ∀ ∈  (19) 

Where  is the set of plants which are identified 
infeasible after the feasibility check. Then, the sum 
over all slack variables is included as a penalty term 
into the objective function (8) as: 

min
, ,

   ≔
∈∈ℰ

+ ⋅
∈

 (20) 

The weight  is roughly chosen to be greater than 
the largest possible value of (8), i.e., without the 
contribution of the slack variables. Thus, the solver 
will only provide the absolutely necessary amount of 
constraint violation. Note that the network operation 
will not result in constraint violations on the control 
inputs, since the SOC is in place for each plant, and 
infeasibility is only a result of a plant-model mis-
match. Moreover, a warning can be passed to the 
supervisor (plant engineer). Thus, depending on the 
severity of the plant-model mismatch, corrective 
actions can be taken, e.g., a model update according 
to the procedure in Section 3.  

The final optimization problem can be coded in 
MATLAB and solved with an MILP solver via suc-
cessive linear approximations [7], or directly with a 
MINLP solver like BONMIN [8] via the open source 
OPTI-Toolbox, although this option might be less 
computationally efficient.  

5.2 DECISION-SUPPORT INTERFACES 

The visualization interface is adapted to the already 
existing concept that was designed to give an over-
view of the evaporation process during production. 
On the one hand, the operators are supplied with the 
dashboard depicted in Figure 6 that shows the com-
puted optimal solution for the current time. The ver-
tical columns represent the 23 plants in the network 
and the rows represent 5 products. Light grey boxes 
are the allocation possibilities of plants to products. If 
a plant is assigned to one of these possible combina-
tions, the box becomes green. Plants that are current-
ly assigned to a product but are not in operation (un-
der maintenance or cleaning) are shown by red tiles. 

 

Figure 6. Interface of the prototypical tool for online 
optimization of the evaporation network. 

The allocation plan according to the optimization 
results is indicated with yellow (partial load) or green 
circles (full load) at the corresponding position in the 
matrix representation. The optimal load distribution 
to plants is directly given next to the current value at 
the top of the matrix. Small pictograms show the 
necessary direction of the change in evaporation set 
points. On the right hand side, the current and opti-
mal values for a total product evaporation flow and 
the ACS are listed. Finally, the predicted network-
wide savings potential is shown in € saved per hour, 
in order to create an incentive for the operators to 
apply the predicted evaporation set points to plants. 

On the other hand, the cleaning prediction module of 
Section 4.2 has been implemented by an Excel-based 
tool, partially coded in Visual Basic and using the 
OpenSolver [9] add-on, whose current version in-
cludes BONMIN as optimization engine. This tool 
complements the one above, by receiving the load 
allocation for each evaporator as input data.   

The interface is formed by several sheets: one for 
each plant and a general overview of the network. In 
each plant sheet there is a set of values to be set: 
duration of cleaning tasks, costs of resources, energy 
prices, model parameters and control set points 

,  (see Figure 7). The tool provides a button in 
each sheet to trigger the optimization (17)-(18), dis-
playing then when the evaporator should be cleaned 
and which type of operation is best, as well as the 
cost components and current value of the NAC for 
the suggested policy. Moreover, the tool serves also 
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as a simulator for what-if analysis, because the user 
is allowed to manually set the next cleaning day and 
the type of cleaning. In this way, the tool informs the 
operator about the potential losses in €/d incurred 
with respect to the optimally computed NAC, en-
couraging him/her to apply the suggestions. 

 

Figure 7. Interface of the prototypical tool for the 
improved scheduling of cleaning operations. 

6 CONCLUSIONS & OUTLOOK 

The modelling, optimization and visualization con-
cepts presented in this paper support the operators to 
take better decisions in real time to improve the net-
work operation. The modelling tool executes an au-
tomatized model update based on historical data and 
user inputs. The resulting models are incorporated in 
the RTO scheme that solves a MIQP problem accord-
ing to the current production constraints and the 
plants fouling states. The results are visualized in the 
daily production environment, including predictions 
of the potential monetary savings, incentivizing thus 
the operators to apply the recommendations. 

Models for long-term fouling effects were identified 
by extensive experimentation, to be then used in an 
economic optimization. The incorporation of such 
functionality allows finding the best cleaning policy 
for each plant. This provides additional benefits in 
terms of energy and costs associated to the cleaning.  

The developed DS tools are currently under evalua-
tion at Lenzing AG: the implementation into the 
existing systems and operational policies is per-
formed step by step to get experience in live testing 
and to ensure acceptability from the plant personnel 
About a year of normal operation is required to as-
sess the impact, but preliminary tests with historical 
data revealed around 10% ASC potential savings.  

Further improvements in the modelling approach are 
expected if different plant models are used for the 
summer and winter periods. If the impact assessment 
shows sufficient improvement, other heuristics and 

decompositions of the optimization problems will be 
evaluated to take into account uncertainty in model 
parameters and/or external factors.  
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